10a-40aA English Help
oltage range: 4 V-16V 

 The number of battery :4-12 NIMH 2-3LIPO (4LIPO not allowed BEC output) 

 BEC output: 20A, stressed: 5 V 2A (instant 3 A). 30A 40A, stressed: 5 V 3A. 2LIPO 4-5 micro-micro-steering gear steering gear 3LIPO 3-4 

 Protection features: 

 2-3 LIPO were automatically choose the protection of voltage is 6 V/9V; automatically elected NIMH, each protected voltage is 0.8 V; security started, throttle position does not prohibit started temperature protection, the surface temperature of 110 degrees downtime; out of control protection, no signal one second After the shutdown. 

 Property Description: speed limit, within a 2 to transfer up to 80,000, to 26,800, is 12 to 14, is to turn 23,000. 

 8KHz PWM control, the use of speed control curve. Automatically adapt to the accelerator, more suitable for remote control devices. 

 The use of BEC, MCU separate power supply, a more stable work. 

 Settings: 

 1, open the transmitter, the accelerator pushed to the highest (FUTABA series transmitters need to throttle channel selection REV). 

 2, connecting good receiver, motors. 

 3, connected to electric-power transmitter normal, it is the voice of the following: (If this is the end of the voices out long after the sound of low voices are no longer, then check back channel transmitter throttle settings.) 

 B B automatic protection that LIPO 

 BB BB said NIMH / NICD automatic protection 

 BBB BBB said brake option 

 BBBB BBBB said that the factory re-set parameters. (No operation, all voices will be continuous cycle continue until the operation is requested.) 

 Sound cycle of the process of setting you want, to hear the voice prompts the first syllable, (such as the automatic choice LIPO protection, heard a B, the lowest pulled the throttle) quickly pulled the throttle to the lowest position. At the same time motor will be issued very sharp voice to confirm. 

 At this point, there are other settings, then quickly pushed the throttle to the most, can be done under an option of choice. 

 If you want to complete the set, then wait two seconds, the motor again determine the appropriate battery protection voice, and confirmed after the throttle position can use. 

 LIPO only two automatic protection to protect voltage protection, that is, 6 V and 9 V, the battery can be unnecessary use of electricity for the batteries. 

 NIMH is automatically protected by the battery to calculate the actual number, each cell is set to 0.8 V, in order to accurately determine the battery voltage, the battery is full. If not full, power will be transferred in accordance with the estimated 70 percent of the voltage protection voltage. (4 LIPO time use can also use this feature) 

 Brake: 

 Default setting is no. In the process of doing the actual use of a braking operation set up so that the motor will shut down after the use of the accelerator for the brake anti-EMF. 

 To lift the brake function, can be set once the brake operation, then both functions were cancelled. 

 Factory set parameters to function, because this series is overheating and, for misuse protection, if you speed up the transfer of power, or to, or throttle curve, and so any new features and how to change the time, then one can do Factories set of parameters, to re-obtain the highest performance. 
 Settings: 1, open the transmitter, the accelerator pushed to the highest (FUTABA series transmitters need to throttle channel selection REV). 2, connecting good receiver, motors. 3, connected to electric-power transmitter normal, it is the voice of the following: (If this is the end of the voices out long after the sound of low voices are no longer, then check back channel transmitter throttle settings.) BB that automatically LIPO Protection BB BB said NIMH / NICD automatic protection BBB BBB said brake option. (No operation, all voices will be continuous cycle continue until the operation is requested.) Voice in the course of a cycle of the settings you want to, in the voice prompts to hear the first syllable, (such as the automatic choice LIPO protection, heard a B , Pulled the throttle lowest level) quickly pulled the throttle to the lowest position. At the same time motor will be issued very sharp voice to confirm. At this point, there are other settings, then quickly pushed the throttle to the most, can be done under an option of choice. If you want to complete the set, then wait two seconds, the motor again determine the appropriate battery protection voice, and confirmed after the throttle position can use. LIPO only two automatic protection to protect voltage protection, that is, 6 V and 9 V, the battery can be unnecessary use of electricity for the batteries. NIMH is automatically protected by the battery to calculate the actual number, each cell is set to 0.8 V, in order to accurately determine the battery voltage, the battery is full. If not full, power will be transferred in accordance with the estimated 70 percent of the voltage protection voltage. (4 LIPO time use can also use this feature) brake: default setting is no. In the process of doing the actual use of a braking operation set up so that the motor will shut down after the use of the accelerator for the brake anti-EMF. To lift the brake function, can be set once the brake operation, then both functions were cancelled. Factory set parameters to function, because this series is overheating and, for misuse protection, if you speed up the transfer of power, or to, or throttle curve, and so any new features and how to change the time, then one can do Factories set of parameters, to re-obtain the highest performance. B boot is long out of the sound that, for automatic protection in LIPO state, BBB three sound, said NIMH / NICD automatic protection status.
